
Stock 
for round bars

•  Short term and controllable material purchasing
•  Tailor made solutions for your specific applications  

 from one source
•  Time saving by fast and flexible handling
•  Scrap metal management
•   Technical know-how and material recommendation by our ap-

plication engineers in question of the optimal material usage
•  Cutting of sheet and plate 

•   Chemical processing 
industries

•   Industrial furnace  
construction

•  Offshore
•  Powerplant construction
•  Petrochemicals

Your key benefits

Alloys used for following range of applications such as

•  Bars can be cut to length on our high performance bandsaw
•  Delivery with test certification 3.1 
•  Inspection certificate 3.2 for all classifications possible  

 (TÜV, LRS, GL, DNV…)

Our service

VDM Metals Service Center

Stock length up to 6,000 mm
DIN EN Material
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2.4602 VDM® Alloy 22 • • • • • • • • • • • • • •
1.4562 VDM® Alloy 31 • • • • • • • •
2.4605 VDM® Alloy 59 • • • • • • • • • •
2.4360 VDM® Alloy 400 • •
2.4816 VDM® Alloy 600 • • • • • • • • • •
2.4633 VDM Alloy 602 CA® • • • • • • • • • •
2.4856 VDM® Alloy 625 • • • • • • • • • • • • • • • • • • • • • •
2.4668 VDM® Alloy 718 CTP • • • • • • • • • • •
2.4819 VDM® Alloy C-276 • • • • • • • • • • • • • • • • • • • •

Delivery form: Billet > ø 140 mm
DIN EN Material
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2.4360 VDM® Alloy 400 • • • • •
2.4816 VDM® Alloy 600 • • • • •
2.4856 VDM® Alloy 625 • • • • • • • •
2.4819 VDM® Alloy C-276 • • • • •

as of April 2023

Stock length up to 6,000 mm
DIN EN Material
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2.4602 VDM® Alloy 22 • • • •
1.4562 VDM® Alloy 31
2.4605 VDM® Alloy 59
2.4360 VDM® Alloy 400 • • • • • • • •
2.4816 VDM® Alloy 600 • • • • • • • •
2.4633 VDM Alloy 602 CA®

2.4856 VDM® Alloy 625 • • • • • • • • • • • • • • • •
2.4668 VDM® Alloy 718 CTP • • • • •
2.4819 VDM® Alloy C-276 • • • • • • • • • • • • • • • •

as of April 2023


